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A U S T R A L I A   P T Y   L T D

A.RS.110

IB.DUO2.MOB

SETUP DIAGRAM FOR DUO2.CAN SENSOR OPTIONMOBA 

1

Optional Sensors

2 x LS-3000 1 x L
1 x 

S-3000
Slope Sensor

1 x Sonic Ski
1 x Slope Sensor

1 x LS-3000
1 x Sonic Ski

CONTROL BOX

CAN CABLE OPTIONS
A.R.S.111     (2.5m)
A.R.S.11      (5.0m)0
A.R.S.      (10.0m)107
A.R.S.106     (CURLY CORD)

1.7m un-streched
8.5m stretched

OPTIONAL 8P - 8S 
CAN CORD ADAPTOR

( )
for extending CAN cables

P.CONN.018

DESCRIPTION

PARTS LIST

CONTROLLER BOX

SENSOR OPTION LEFT

SENSOR OPTION RIGHT

JOYSTICK

HYDRAULIC CABLE

MOBA CAN CABLE (5m)

INTERFACE BOX

CAN CABLE

POWER CABLE

HYDRAULIC VALVE
CONNECTOR

PART NUMBER QTY

DUO2.CAN 1

SENSOR OPTION

SENSOR OPTION

1

1

A.RS.082 (Optional) 1

A.RS.080 1

MOB.025

IB.DUO2.MOB

A.RS.110

2

1

1

A.RS.001.NC 1

GDM 3009 BLACK
(Optional)

2 or 4

8S-8P ADAPTOR P.CONN.018 (Optional) ?

MOB.025 MOB.025
Art. No.: 04-02-02620Art. No.: 04-02-02620

X:\Graphical Work\Setup Diagrams\Setup Diagrams Using MOBA Sensors

NTS04 2 21/0 /D.R.N.A.

04 2 21/0 / D.R. & C.R.N.A.1 Rearranged to be consistent with the rest of the setup diagrams.

Replaced MOBA slope sensor with UG.001.CAN.

DUO2.CAN

UP

DOWN
LEFT

RIGHT

UP

DOWN

 A.RS.001.NC

A.RS.080

Hydraulic Valve Connector

A.RS.082
(OPTIONAL)+

12-
Battery

24v

-

HYDRAULIC/AUXJOYSTICK(S)SENSOR(S)

ZERO

UP

DOWNDOWN

UP

v2

MAST

AUX 2AUX 1

12-24 V DC

A
M

A
M

REF

+ -

ver 5.08

+
-

MCE LASERS
MODEL:               UG.001.CAN
SERIAL NO:         01283030

+
-

MCE LASERS
MODEL:               UG.001.CAN
SERIAL NO:         01283030

Updated the template.


